











M12 Circular connectors MYENGELKING

Male PCB
Product figure Scale diagram
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Contact layout (Front view)
3+PE
S
Order Data
Contacts Coding Order No
4pins S M12S3P/MLP/NA/TG
Specifications
Number of contacts 4
Termination PCB
Wire gauge —
Operating temperature -25°C~+85°C
Mechanical operation >100 mating cycles
Rated voltage 630V
Rated current (40°C) 12A
Protection degree IP67/1P68
Contact resistance <10mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MENGELKING

Male PCB

Product figure

Scale diagram
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Contact layout (Front view)
8
X
Order Data
Contacts Coding Order No
8pins X M12X08/MLP/NA/TG
Specifications
Number of contacts 8
Termination PCB
Wire gauge —
Operating temperature -25°C~+85°C

Mechanical operation

>100 mating cycles

Rated voltage

50V AC/60VDC

Rated current (40°C) 0.5A
Protection degree IP67/1P68
Contact resistance <10mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors MYENGELKING

Male PCB adapter shell

Product figure Scale diagram
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Order No M12000/MG2/BN

Female PCB adapter shell

Product figure Scale diagram
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Order No M12000/FG2/BN




M12 Circular connectors

MENGELKING

Male panel connector

Product figure (M16*1.5 front fastened DIP)

Scale diagram
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M12*1.0
M16*1.5

Order Data

Contacts Coding Order No

8pins X

M12X08/MF5/BN/TH

Specifications

Number of contacts

Termination

PCB

Wire gauge

Operating temperature

-40°C~+85°C

Mechanical operation

>100 mating cycles

Rated voltage

50V AC/60VDC

Rated current (40°C) 0.5A
Protection degree IP67/1P68
Contact resistance <5mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MENGELKING

Female panel connector

Product figure (M16*1.5 front fastened DIP)

Scale diagram

M12*1.0

M16*1.5

Contact layout (Front view)

8pins

Order Data

Contacts Coding

Order No

8pins X

M12X08/FF5/BN/TH

Specifications

Number of contacts

Termination

PCB

Wire gauge

Operating temperature

-40°C~+85°C

Mechanical operation

>100 mating cycles

Rated voltage

50V AC/60VDC

Rated current (40°C) 0.5A
Protection degree IP67/1P68
Contact resistance <5mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MNENGELKING

Female panel connector

Product figure

Scale diagram
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Contact layout (Front view)

8pins

Order Data

Contacts Coding

Order No

8pins X

M12X08/FF4/BN/90

Specifications

Number of contacts

Termination

PCB

Wire gauge

Operating temperature

-40°C~+85°C

Mechanical operation

>100 mating cycles

Rated voltage

50V AC/60VDC

Rated current (40°C) 0.5A
Protection degree IP67/1P68
Contact resistance <5mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MNENGELKING

Male panel connector

Product figure (rear fastened)

Scale diagram
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Contact layout (Front view)
2+PE 3+PE
S S
Order Data
Contacts Coding Order No
2+PE S M12S2P/MF2/BN/FL
3+PE S M12S3P/MF2/BN/FL
Specifications
Number of contacts 2+PE 3+PE
Termination solder
Wire gauge max. 1.5mm’(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 630V
Rated current (40°C) 12A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MNENGELKING

Female panel connector

Product figure (rear fastened)

Scale diagram
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Contact layout (Front view)
2+PE 3+PE
S S
E
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Order Data
Contacts Order No
2+PE S M12S2P/FF2/BN/FL
3+PE S M12S3P/FF2/BN/FL
Specifications
Number of contacts 2+PE 3+PE
Termination solder
Wire gauge max. 1.5mm’(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation > 100 mating cycles
Rated voltage 630V
Rated current (40°C) 12A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MNENGELKING

Male panel connector

Product figure (rear fastened)

Scale diagram
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Contact layout (Front view)

4pins

Order Data

Contacts Coding

Order No

4pins T

M12T04/MF2/BN/FL

Specifications

Number of contacts

4

Termination

solder

Wire gauge max. 1.5mm’*(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 63V

Rated current (40°C) 12A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ

Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MNENGELKING

Female panel connector

Product figure (rear fastened)

Scale diagram
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Contact layout (Front view)

4pins
T

Order Data

Contacts Coding

Order No

4pins T

M12T04/FF2/BN/FL

Specifications

Number of contacts

4

Termination

solder

Wire gauge max. 1.5mm’*(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 63V

Rated current (40°C) 12A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ

Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors MNENGELKING

Male panel connector

Product figure (front fastened) Scale diagram
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Contact layout (Front view)
4+FE
E
®
2
®
Order Data
Contacts Coding Order No
4+FE E M12E4F/MF5/BN/FL
Specifications
Number of contacts 4+FE
Termination solder
Wire gauge max. 1.5mm?*(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 63V
Rated current (40°C) 16A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

NENGELKING

Female panel connector

Product figure (front fastened)

Scale diagram
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Contact layout (Front view)
4+FE
E
Order Data
Contacts Coding Order No
4+FE E M12E4F/FF5/BN/FL
Specifications
Number of contacts 4+FE
Termination solder
Wire gauge max. 1.5mm?*(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 63V
Rated current (40°C) 16A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors MNENGELKING

Male panel connector

Product figure (front fastened) Scale diagram
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Contact layout (Front view)
4pins
F
Order Data
Contacts Coding Order No
4pins F M12F04/MF5/BN/FL
Specifications
Number of contacts 4
Termination solder
Wire gauge max. 1.5mm?*(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 63V
Rated current (40°C) 16A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MNENGELKING

Female panel connector

Product figure (front fastened)

Scale diagram

5o
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Contact layout (Front view)
4pins
F
Order Data
Contacts Coding Order No
4pins F M12F04/FF5/BN/FL

Specifications

Number of contacts 4
Termination solder

Wire gauge max. 1.5mm?*(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 63V

Rated current (40°C) 16A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ

Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors MNENGELKING

Male panel connector

Product figure (front fastened) Scale diagram
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Contact layout (Front view)
4+PE
K
Order Data
Contacts Coding Order No
4+PE K M12K4P/MF5/BN/FL
Specifications
Number of contacts 4+PE
Termination solder
Wire gauge max. 1.5mm?*(max.16 AWG)
Operating temperature -40°C~+85°C
Mechanical operation > 100 mating cycles
Rated voltage 630V
Rated current (40°C) 12A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

NENGELKING

Female panel connector

Product figure (front fastened)

Scale diagram
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Contact layout (Front view)
4+PE
K
Order Data
Contacts Coding Order No
4+PE K M12K4P/FF5/BN/FL
Specifications
Number of contacts 4+PE
Termination solder
Wire gauge max. 1.5mm?*(max.16 AWG)
Operating temperature -40°C~+85°C
Mechanical operation > 100 mating cycles
Rated voltage 630V
Rated current (40°C) 12A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors MENGELKING

Male panel connector

Product figure (front fastened) Scale diagram
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Contact layout (Front view)
4+FE
L
(633)
Order Data
Contacts Coding Order No
4+FE L M12L4F/MF5/BN/FL
Specifications
Number of contacts 4+FE
Termination solder
Wire gauge max. 1.5mm?*(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 63V
Rated current (40°C) 16A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

NENGELKING

Female panel connector

Product figure (front fastened)

Scale diagram
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Contact layout (Front view)
4+FE
L
Order Data
Contacts Coding Order No
4+FE L M12L4F/FF5/BN/FL
Specifications
Number of contacts 4+FE
Termination solder
Wire gauge max. 1.5mm?*(max.16 AWG)
Operating temperature -40°C~+80°C
Mechanical operation >100 mating cycles
Rated voltage 63V
Rated current (40°C) 16A
Protection degree IP67/1P68
Contact resistance <3mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




MENGELKING

M12 Circular connectors

Female panel connector

Product figure Scale diagram
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Contact layout (Front view)
8pins
Y
Order Data
Contacts Coding Order No
8pins Y M12Y08/FF4/BN/90
Specifications
Number of contacts 8
Termination PCB
Wire gauge e
Operating temperature -25°C~+85°C
Mechanical operation >100 mating cycles
Rated voltage 50V
Rated current (40°C) 6A/0.5A
Protection degree IP67/1P68
Contact resistance <10mQ
Insulation resistance >100MQ
Pin contact CuZn
Socket contact CuSn
Contact plating Au




M12 Circular connectors

MENGELKING

Male panel connector

Product figure (front fastened)

Scale diagram
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Contact layout (Front view)
3pins 4pins 5pins
A A A
4 3 4 3 4 3
1 1 2 12
Circuit diagram
T . _brown 1 mm—brown
|2 mm——Drown 1 ; . > mm— white
3 mm blue ! i 3 mm——Rlue blue
! | ! 3 | blue } I
: 1 |3 - |4 black
34-ﬂ7: black - | black s | gray
Order No
Cable length| Contacts | Wire diameter PVC TPE
3pins 0.34mm? M12A03/MF5/BN/FL/02/0100 M12A03/MF5/BN/FL/12/0100
0.1M 4pins 0.34mm?* M12A04/MF5/BN/FL/02/0100 M12A04/MF5/BN/FL/12/0100
5pins 0.34mm? M12A05/MF5/BN/FL/02/0100 M12A05/MF5/BN/FL/12/0100
3pins 0.34mm? M12A03/MF5/BN/FL/02/0200 M12A03/MF5/BN/FL/12/0200
0.2M 4pins 0.34mm? M12A04/MF5/BN/FL/02/0200 M12A04/MF5/BN/FL/12/0200
5pins 0.34mm? M12A05/MF5/BN/FL/02/0200 M12A05/MF5/BN/FL/12/0200
3pins 0.34mm’ M12A03/MF5/BN/FL/02/0500 M12A03/MF5/BN/FL/12/0500
0.5M 4pins 0.34mm? M12A04/MF5/BN/FL/02/0500 M12A04/MF5/BN/FL/12/0500
5pins 0.34mm? M12A05/MF5/BN/FL/02/0500 M12A05/MF5/BN/FL/12/0500
3pins 0.34mm? M12A03/MF5/BN/FL/02/1000 M12A03/MF5/BN/FL/12/1000
1.0M 4pins 0.34mm? M12A04/MF5/BN/FL/02/1000 M12A04/MF5/BN/FL/12/1000
5pins 0.34mm? M12A05/MF5/BN/FL/02/1000 M12A05/MF5/BN/FL/12/1000
Specifications
Number of contacts 4 5
Rated voltage 250V 60V
Rated current (40°C) 4A
Protection degree IP67/1P68
Operating temperature -25°C~+80°C




M12 Circular connectors

MYENGELKING

Male panel connector

Product figure (front fastened)

Scale diagram
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Contact layout (Front view)
8pins 12pins
A
5
5 4 J/ 2
8 4
3 93
2 1 2
Circuit diagram
e *‘ brown
e uhie o bl
| | amm————wote
o - brown ! j i reen
! | __green e ! pink
L4 I yellow g ! yellow
35-—;—92b i 7-_;—b_|_aLL
}6- | ank } 8 } ra
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e L mm | Qray/pink
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Order No
Cable length| Contacts | Wire diameter PVC TPE
01M 8pins 0.25mm? M12A08/MF5/BN/FL/01/0100 M12A08/MF5/BN/FL/11/0100
‘ 12pins 0.25mm? M12A12/MF5/BN/FL/01/0100 M12A12/MF5/BN/FL/11/0100
02M 8pins 0.25mm? M12A08/MF5/BN/FL/01/0200 M12A08/MF5/BN/FL/11/0200
‘ 12pins 0.25mm? M12A12/MF5/BN/FL/01/0200 M12A12/MF5/BN/FL/11/0200
0.5M 8pins 0.25mm? M12A08/MF5/BN/FL/01/0500 M12A08/MF5/BN/FL/11/0500
’ 12pins 0.25mm? M12A12/MF5/BN/FL/01/0500 M12A12/MF5/BN/FL/11/0500
oM 8pins 0.25mm?* M12A08/MF5/BN/FL/01/1000 M12A08/MF5/BN/FL/11/1000
' 12pins 0.25mm? M12A12/MF5/BN/FL/01/1000 M12A12/MF5/BN/FL/11/1000

Specifications

Number of contacts 8 ‘ 12
Rated voltage 30V

Rated current (40°C) 2A | 1.5A
Protection degree IP67/1P68

Operating temperature -25°C~+80°C




M12 Circular connectors

MYENGELKING

Female panel connector

Product figure (front fastened)

Scale diagram

22.0
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M12*1.0 M16*1.5
Contact layout (Front view)
3pins 4pins 5pins
A A A
3
[olNe] \ 30 o ¥ 3 ogo 4
[o}Ne] 1 2 OO0 1 2 [ Jile) f
Circuit diagram
L ‘ T

Order No
Cable length| Contacts | Wire diameter PVC TPE
3pins 0.34mm’ M12A03/FF5/BN/FL/02/0100 M12A03/FF5/BN/FL/12/0100
0.1M 4pins 0.34mm? M12A04/FF5/BN/FL/02/0100 M12A04/FF5/BN/FL/12/0100
Spins 0.34mm? M12A05/FF5/BN/FL/02/0100 M12A05/FF5/BN/FL/12/0100
3pins 0.34mm? M12A03/FF5/BN/FL/02/0200 M12A03/FF5/BN/FL/12/0200
0.2M 4pins 0.34mm? M12A04/FF5/BN/FL/02/0200 M12A04/FF5/BN/FL/12/0200
5pins 0.34mm? M12A05/FF5/BN/FL/02/0200 M12A05/FF5/BN/FL/12/0200
3pins 0.34mm’ M12A03/FF5/BN/FL/02/0500 M12A03/FF5/BN/FL/12/0500
0.5M 4pins 0.34mm? M12A04/FF5/BN/FL/02/0500 M12A04/FF5/BN/FL/12/0500
Spins 0.34mm? M12A05/FF5/BN/FL/02/0500 M12A05/FF5/BN/FL/12/0500
3pins 0.34mm? M12A03/FF5/BN/FL/02/1000 M12A03/FF5/BN/FL/12/1000
1.0M 4pins 0.34mm’ M12A04/FF5/BN/FL/02/1000 M12A04/FF5/BN/FL/12/1000
Spins 0.34mm? M12A05/FF5/BN/FL/02/1000 M12A05/FF5/BN/FL/12/1000
Specifications
Number of contacts 3 4 5
Rated voltage 250V 60V
Rated current (40°C) 4A
Protection degree IP67/1P68
Operating temperature -25°C~+80°C




M12 Circular connectors

MYENGELKING

Female panel connector

Product figure (front fastened)

Scale diagram
22,0
21
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L
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M12*1.0 M16*1.5
Contact layout (Front view)
8pins 12pins
A
5 b 7
46 ° ¢ A 0030300 s
3lo ® o) 3\o1o o)g
o O O _O a
A
Circuit diagram
ri>-"1 brown
777777 . lp > | blue
1 > white 35| white
12 > : brown l4> 1 9reen
I3 |__green - | pink
14> yellow oS yellow
e | gray 7> | black
6 > pink s> 19y
;5 blue 9> red
A e 110 I violet
8 >——red—— 115 gray/pink
i 10> red/blue
Order No
Cable length| Contacts | Wire diameter PVC TPE
1M 8pins 0.25mm? M12A08/FF5/BN/FL/01/0100 M12A08/FF5/BN/FL/11/0100
: 12pins 0.25mm? M12A12/FF5/BN/FL/01/0100 M12A12/FF5/BN/FL/11/0100
oM 8pins 0.25mm? M12A08/FF5/BN/FL/01/0200 M12A08/FF5/BN/FL/11/0200
’ 12pins 0.25mm? M12A12/FF5/BN/FL/01/0200 M12A12/FF5/BN/FL/11/0200
050 8pins 0.25mm? M12A08/FF5/BN/FL/01/0500 M12A08/FF5/BN/FL/11/0500
’ 12pins 0.25mm? M12A12/FF5/BN/FL/01/0500 M12A12/FF5/BN/FL/11/0500
oM 8pins 0.25mm? M12A08/FF5/BN/FL/01/1000 M12A08/FF5/BN/FL/11/1000
’ 12pins 0.25mm? M12A12/FF5/BN/FL/01/1000 M12A12/FF5/BN/FL/11/1000

Specifications

Number of contacts 8 ‘ 12
Rated voltage 30V

Rated current (40°C) 2A ‘ 1.5A
Protection degree IP67/1P68

Operating temperature -25°C~+80°C




M12 Circular connectors

MNYENGELKING

Male panel connector

Product figure (rear fastened)

Scale diagram

21 L
L
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.§ M12¢1.0 -M16*1.5
Contact layout (Front view)
3pins 4pins 5pins
A A A
4 3 4 3 4 3
€ (2 €3
Circuit diagram
******* | A |1 mm—Lbrown

! ! L4-—:M 35- ‘ gray
Order No
Cable length| Contacts | Wire diameter PVC TPE
3pins 0.34mm? M12A03/MF2/BN/FL/02/0100 M12A03/MF2/BN/FL/12/0100
0.1M 4pins 0.34mm? M12A04/MF2/BN/FL/02/0100 M12A04/MF2/BN/FL/12/0100
5pins 0.34mm? M12A05/MF2/BN/FL/02/0100 M12A05/MF2/BN/FL/12/0100
3pins 0.34mm? M12A03/MF2/BN/FL/02/0200 M12A03/MF2/BN/FL/12/0200
0.2M 4pins 0.34mm? M12A04/MF2/BN/FL/02/0200 M12A04/MF2/BN/FL/12/0200
5pins 0.34mm? M12A05/MF2/BN/FL/02/0200 M12A05/MF2/BN/FL/12/0200
3pins 0.34mm? M12A03/MF2/BN/FL/02/0500 M12A03/MF2/BN/FL/12/0500
0.5M 4pins 0.34mm? M12A04/MF2/BN/FL/02/0500 M12A04/MF2/BN/FL/12/0500
5pins 0.34mm? M12A05/MF2/BN/FL/02/0500 M12A05/MF2/BN/FL/12/0500
3pins 0.34mm? M12A03/MF2/BN/FL/02/1000 M12A03/MF2/BN/FL/12/1000
1.0M 4pins 0.34mm? M12A04/MF2/BN/FL/02/1000 M12A04/MF2/BN/FL/12/1000
5pins 0.34mm? M12A05/MF2/BN/FL/02/1000 M12A05/MF2/BN/FL/12/1000

Specifications

Number of contacts 4 5
Rated voltage 250V 60V
Rated current (40°C) 4A

Protection degree IP67/1P68

Operating temperature -25°C~+80°C




M12 Circular connectors

MNYENGELKING

Male panel connector

Product figure (rear fastened)

Scale diagram
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Contact layout (Front view)
8pins 12pins
A
5
§ 4 / 3
8 4
3 9 3
2 1 2
Circuit diagram
[ 1mm__brown
e | . } -_l—bliL
Fr— white ! i- ! white
}2-_?% L4 ‘ reen
! | __green e ! pink
L4 I yellow g ! yellow
}5- | gray } 7-_1_me
omm | Pink 8 .__gra
L blue lomm——Ted
g | red L omm—| violet
o |1 mm—9ray/pink
l1ommred/blue
Order No
Cable length| Contacts | Wire diameter PVC TPE
01M 8pins 0.25mm’ M12A08/MF2/BN/FL/01/0100 M12A08/MF2/BN/FL/11/0100
’ 12pins 0.25mm? M12A12/MF2/BN/FL/01/0100 M12A12/MF2/BN/FL/11/0100
02M 8pins 0.25mm? M12A08/MF2/BN/FL/01/0200 M12A08/MF2/BN/FL/11/0200
‘ 12pins 0.25mm? M12A12/MF2/BN/FL/01/0200 M12A12/MF2/BN/FL/11/0200
0.5M 8pins 0.25mm’ M12A08/MF2/BN/FL/01/0500 M12A08/MF2/BN/FL/11/0500
’ 12pins 0.25mm? M12A12/MF2/BN/FL/01/0500 M12A12/MF2/BN/FL/11/0500
oM 8pins 0.25mm? M12A08/MF2/BN/FL/01/1000 M12A08/MF2/BN/FL/11/1000
' 12pins 0.25mm? M12A12/MF2/BN/FL/01/1000 M12A12/MF2/BN/FL/11/1000

Specifications

Number of contacts 8 ‘ 12
Rated voltage 30V

Rated current (40°C) 2A | 1.5A
Protection degree IP67/1P68

Operating temperature -25°C~+80°C




M12 Circular connectors

N

ENGELKING

Female panel connector

Product figure (rear fastened)

4 fﬁJ

Scale diagram

20.8
19.7

M12*1.0

M16*1.5

Contact layout (Front view)

3pins

L i L i 1 5
Order No
Cable length| Contacts | Wire diameter PVC TPE
3pins 0.34mm? M12A03/FF2/BN/FL/02/0100 M12A03/FF2/BN/FL/12/0100
0.1M 4pins 0.34mm? M12A04/FF2/BN/FL/02/0100 M12A04/FF2/BN/FL/12/0100
Spins 0.34mm? M12A05/FF2/BN/FL/02/0100 M12A05/FF2/BN/FL/12/0100
3pins 0.34mm? M12A03/FF2/BN/FL/02/0200 M12A03/FF2/BN/FL/12/0200
0.2M 4pins 0.34mm’ M12A04/FF2/BN/FL/02/0200 M12A04/FF2/BN/FL/12/0200
Spins 0.34mm? M12A05/FF2/BN/FL/02/0200 M12A05/FF2/BN/FL/12/0200
3pins 0.34mm? M12A03/FF2/BN/FL/02/0500 M12A03/FF2/BN/FL/12/0500
0.5M 4pins 0.34mm? M12A04/FF2/BN/FL/02/0500 M12A04/FF2/BN/FL/12/0500
5pins 0.34mm’ M12A05/FF2/BN/FL/02/0500 M12A05/FF2/BN/FL/12/0500
3pins 0.34mm? M12A03/FF2/BN/FL/02/1000 M12A03/FF2/BN/FL/12/1000
1.0M 4pins 0.34mm? M12A04/FF2/BN/FL/02/1000 M12A04/FF2/BN/FL/12/1000
5pins 0.34mm? M12A05/FF2/BN/FL/02/1000 M12A05/FF2/BN/FL/12/1000

Specifications

Number of contacts 4 5
Rated voltage 250V 60V
Rated current (40°C) 4A

Protection degree IP67/1P68

Operating temperature -25°C~+80°C




M12 Circular connectors

MENGELKING

Female panel connector

Product figure (rear fastened)

Scale diagram

20.8
19.7

M16*1.5

Contact layout (Front view)

8pins
A

5

46 96
3o ® o)y
o O
2 1

12pins

Circuit diagram

R — brown
777777 , 55 | blue
m )_% e — white
1, > 1 brown l,5 | green
'35 green s> 1 Pink
45 yelow oS yellow
55 L aray |7 >t black
25 blue lo>—f—red
‘ ! 110 1 violet
8 >——red |1, 1 gray/pink
312: I red/blue
Order No
Cable length| Contacts | Wire diameter PVC TPE
01 8pins 0.25mm? M12A08/FF2/BN/FL/01/0100 M12A08/FF2/BN/FL/11/0100
M
12pins 0.25mm?* M12A12/FF2/BN/FL/01/0100 M12A12/FF2/BN/FL/11/0100
0.2M 8pins 0.25mm’ M12A08/FF2/BN/FL/01/0200 M12A08/FF2/BN/FL/11/0200
' 12pins 0.25mm? M12A12/FF2/BN/FL/01/0200 M12A12/FF2/BN/FL/11/0200
0.5M 8pins 0.25mm? M12A08/FF2/BN/FL/01/0500 M12A08/FF2/BN/FL/11/0500
' 12pins 0.25mm? M12A12/FF2/BN/FL/01/0500 M12A12/FF2/BN/FL/11/0500
1 oM 8pins 0.25mm? M12A08/FF2/BN/FL/01/1000 M12A08/FF2/BN/FL/11/1000
' 12pins 0.25mm? M12A12/FF2/BN/FL/01/1000 M12A12/FF2/BN/FL/11/1000
Specifications
Number of contacts 8 ‘ 12
Rated voltage 30V
Rated current (40°C) 2A | 1.5A
Protection degree IP67/1P68
Operating temperature -25°C~+80°C




MNENGELKING

M12 Circular connectors

Male panel connector (S-coded)

Product figure (rear fastened) Scale diagram

L
@
— <
R
~ bMie*1.5
Contact layout (Front view)
3pins 4pins
S S
&
Circuit diagram
T ! }I 77777 | brown
' —— brown ! - ;
o omm | white
‘ 1 blue | !
I ! |
} i } 3 . } blue
}4l I green/yellow L4 | green/yellow
i ! A
Order No
Cable length| Contacts | Wire diameter PVC TPE
01M 3pins 1.5mm? M12S03/MF2/BN/FL/04/01 M12S03/MF2/BN/FL/14/01
’ 4pins 1.5mm? M12504/MF2/BN/FL/04/01 M12504/MF2/BN/FL/14/01
oom 3pins 1.5mm? M12S03/MF2/BN/FL/04/02 M12S03/MF2/BN/FL/14/02
' 4pins 1.5mm? M12504/MF2/BN/FL/04/02 M12504/MF2/BN/FL/14/02
050 3pins 1.5mm? M12503/MF2/BN/FL/04/05 M12S03/MF2/BN/FL/14/05
’ 4pins 1.5mm? M12504/MF2/BN/FL/04/05 M12504/MF2/BN/FL/14/05
L oM 3pins 1.5mm? M12S03/MF2/BN/FL/04/10 M12S03/MF2/BN/FL/14/10
' 4pins 1.5mm? M12504/MF2/BN/FL/04/10 M12S04/MF2/BN/FL/14/10

Specifications

Number of contacts 3 ‘ 4
Rated voltage 630V

Rated current (40°C) 16A | 12A
Protection degree IP67/IP68

Operating temperature

-25°C~+80°C




MNYENGELKING

M12 Circular connectors

Female panel connector (S-coded)

Product figure (rear fastened) Scale diagram
I»m.zo»
L
* r
o { ¢
:h AN
2 H L o
} L M16+1.5
LM12**1.o
Contact layout (Front view)
3pins 4pins
S S

Order No
Cable length| Contacts | Wire diameter PVC TPE
3pins 1.5mm? M12503/FF2/BN/FL/04/0100 M12503/FF2/BN/FL/14/0100
01M 4pins 1.5mm? M12504/FF2/BN/FL/04/0100 M12504/FF2/BN/FL/14/0100
oo 3pins 1.5mm? M12503/FF2/BN/FL/04/0200 M12503/FF2/BN/FL/14/0200
4pins 1.5mm? M12504/FF2/BN/FL/04/0200 M12504/FF2/BN/FL/14/0200
oM 3pins 1.5mm? M12503/FF2/BN/FL/04/0500 M12503/FF2/BN/FL/14/0500
4pins 1.5mm? M12504/FF2/BN/FL/04/0500 M12504/FF2/BN/FL/14/0500
3pins 1.5mm? M12503/FF2/BN/FL/04/1000 M12503/FF2/BN/FL/14/1000
1M 4pins 1.5mm? M12S504/FF2/BN/FL/04/1000 M12504/FF2/BN/FL/14/1000

Specifications

Number of contacts 3 ‘ 4
Rated voltage 630V

Rated current (40°C) 16A ‘ 12A
Protection degree IP67/1P68

Operating temperature -25°C~+80°C




M12 Circular connectors MNYENGELKING

Male panel connector (T-coded)

Product figure (rear fastened) Scale diagram
% { ¢
" ~ bMie*1.5
Contact layout (Front view)
4pins
T
Circuit diagram
(1, 7 — ' brown
> mm White
ymm blue
omm black
Order No
Cable length| Contacts | Wire diameter PVC TPE
0.1M 4pins 1.5mm? M12T04/MF2/BN/FL/04/0100 M12T04/MF2/BN/FL/14/0100
0.2M 4pins 1.5mm? M12T04/MF2/BN/FL/04/0200 M12T04/MF2/BN/FL/14/0200
0.5M 4pins 1.5mm? M12T04/MF2/BN/FL/04/0500 M12T04/MF2/BN/FL/14/0500
1.0M 4pins 1.5mm? M12T04/MF2/BN/FL/04/1000 M12T04/MF2/BN/FL/14/1000
Specifications
Number of contacts 4
Rated voltage 63V
Rated current (40°C) 12A
Protection degree IP67/1P68
Operating temperature -25°C~+80°C




M12 Circular connectors MYENGELKING

Female panel connector (T-coded)

Product figure (rear fastened) Scale diagram
21.20—=
! T -
|
@ (€
:F AN
o H I T EE—
. §
} L L M16%1.5
M12*1.0
Contact layout (Front view)
4pins
T
Circuit diagram
H 7 - ‘: brown
', > | white
'3 > blue
4 > black
Order No
Cable length| Contacts | Wire diameter PVC TPE
0.1M 4pins 1.5mm?’ M12T04/FF2/BN/FL/04/0100 M12T04/FF2/BN/FL/14/0100
0.2M 4pins 1.5mm?® M12T04/FF2/BN/FL/04/0200 M12T04/FF2/BN/FL/14/0200
0.5M 4pins 1.5mm? M12T04/FF2/BN/FL/04/0500 M12T04/FF2/BN/FL/14/0500
1.0M 4pins 1.5mm? M12T04/FF2/BN/FL/04/1000 M12T04/FF2/BN/FL/14/1000
Specifications
Number of contacts 4
Rated voltage 63V
Rated current (40°C) 12A
Protection degree IP67/1P68
Operating temperature -25°C~+80°C




M12 Circular connectors

MENGELKING

Male panel connector (A/B-coded)

Product figure (rear fastened) DeviceNet, CANopen

Scale diagram
22.2

{
—) )
w M12*1 .0 M16*1-5
Contact layout (Front view)
5pins 5pins
A B
(&) (&)
1 2 1 2
Circuit diagram
Lmm . brown "L mmbrown
32- | white 32- | white
smm | blue | blue
4 mm | Dblack 4 mm— black
ol 9T mm . 9%y
Order No
Cable length| Coding|Contacts|Wire diameter PVC TPE
A Spins 0.34mm?’ M12A05/MF2/BN/FL/02/0100 M12A05/MF2/BN/FL/12/0100
0.1M
B Spins 0.34mm’ M12B05/MF2/BN/FL/02/0100 M12B05/MF2/BN/FL/12/0100
oM A Spins 0.34mm’ M12A05/MF2/BN/FL/02/0200 M12A05/MF2/BN/FL/12/0200
' B Spins 0.34mm? M12B05/MF2/BN/FL/02/0200 M12B05/MF2/BN/FL/12/0200
05m A Spins 0.34mm? M12A05/MF2/BN/FL/02/0200 M12A05/MF2/BN/FL/12/0200
' B Spins 0.34mm?’ M12B05/MF2/BN/FL/02/0500 M12B05/MF2/BN/FL/12/0500
oM A Spins 0.34mm? M12A05/MF2/BN/FL/02/1000 M12A05/MF2/BN/FL/12/1000
' B Spins 0.34mm? M12B05/MF2/BN/FL/02/1000 M12B05/MF2/BN/FL/12/1000

Specifications

Number of contacts 5

Rated voltage 60V
Rated current (40°C) 4A
Protection degree IP67/1P68
Operating temperature -25°C~+80°C




M12 Circular connectors

MENGELKING

Female panel connector (A/B-coded)

Product figure (rear fastened) DeviceNet, CANopen

Scale diagram

20.8
19.7
L
(¢
[ =
—) )
M12*1.0 M16*1.5
Contact layout (Front view)
S5pins 5pins
A B
Y5 oV 3650\
° OOO
2 °° 1 A
Circuit diagram
}"l"*"‘} brown }"l"*"‘} brown
i 2 | white i 2 | white
3> | blue L3> | blue
| 4 > black | 4~ black
5~ L gray 5> L gry
Order No
Cable length| Coding|Contacts|Wire diameter PVC TPE
A 5pins 0.34mm? M12A05/FF2/BN/FL/02/0100 M12A05/FF2/BN/FL/12/0100
0.1M -
B 5pins 0.34mm? M12B05/FF2/BN/FL/02/0100 M12B05/FF2/BN/FL/12/0100
02M A 5pins 0.34mm? M12A05/FF2/BN/FL/02/0200 M12A05/FF2/BN/FL/12/0200
’ B 5pins 0.34mm? M12B05/FF2/BN/FL/02/0200 M12B05/FF2/BN/FL/12/0200
05m A 5pins 0.34mm? M12A05/FF2/BN/FL/02/0500 M12A05/FF2/BN/FL/12/0500
‘ B 5pins 0.34mm? M12B05/FF2/BN/FL/02/0500 M12B05/FF2/BN/FL/12/0500
oM A 5pins 0.34mm? M12A05/FF2/BN/FL/02/1000 M12A05/FF2/BN/FL/12/1000
' B 5pins 0.34mm? M12B05/FF2/BN/FL/02/1000 M12B05/FF2/BN/FL/12/1000

Specifications

Number of contacts 5

Rated voltage 60V
Rated current (40°C) 4A
Protection degree IP67/1P68
Operating temperature -25°C~+80°C




M12 Circular connectors MYENGELKING

Female panel connector (D-coded)

Product figure (rear fastened) ETHERNET CAT5 Scale diagram
20.8
19.7

3

Contact layout (Front view)

M12*1.0 -M16*1.5

4pins

Order No
Cable length| Contacts | Wire diameter PVC TPE
0.1M 4pins 0.34mm? M12D04/FF2/BN/FL/02/0100 M12D04/FF2/BN/FL/12/0100
0.2M 4pins 0.34mm? M12D04/FF2/BN/FL/02/0200 M12D04/FF2/BN/FL/12/0200
0.5M 4pins 0.34mm? M12D04/FF2/BN/FL/02/0500 M12D04/FF2/BN/FL/12/0500
1.0M 4pins 0.34mm? M12D04/FF2/BN/FL/02/1000 M12D04/FF2/BN/FL/12/1000
Specifications
Number of contacts 4
Rated voltage 250V
Rated current (40°C) 4A
Protection degree IP67/1P68
Operating temperature -25°C~+80°C




M12 Circular connectors

MNYENGELKING

Female panel connector (X-coded)

Product figure (rear fastened) ETHERNET CAT6

-\
()

Scale diagram

i

LM12"1.0

—— O¥'El [

I»ZLZOA—

J)

Contact layout (Front view)

8pins

1> white/orange
|
|

I
o= : orange

! | white/green

4 - | green

i 5 > } white/brown
| |

i 6> i brown

i > } white/blue

| |

| |

g > blue

Order No

Cable length| Contacts | Wire diameter

PVC

TPE

0.1M 8pins 0.25mm? M12X08/FF2/BN/FL/01/0100 M12X08/FF2/BN/FL/11/0100
0.2M 8pins 0.25mm? M12X08/FF2/BN/FL/01/0200 M12X08/FF2/BN/FL/11/0200
0.5M 8pins 0.25mm? M12X08/FF2/BN/FL/01/0500 M12X08/FF2/BN/FL/11/0500
1.0M 8pins 0.25mm? M12X08/FF2/BN/FL/01/1000 M12X08/FF2/BN/FL/11/1000

Specifications

Number of contacts 8

Rated voltage 30V
Rated current (40°C) 2A
Protection degree IP67/I1P68
Operating temperature -25°C~+80°C
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